
See discussions, stats, and author profiles for this publication at: https://www.researchgate.net/publication/341269497

Synchronization of inertial memristive neural networks with time-varying

delays via static or dynamic event-triggered control

Article  in  Neurocomputing · May 2020

DOI: 10.1016/j.neucom.2020.04.099

CITATIONS

2
READS

41

5 authors, including:

Some of the authors of this publication are also working on these related projects:

memristor chaotic system View project

chaos generation and circuit realization View project

Wei Yao

Hunan University

10 PUBLICATIONS   128 CITATIONS   

SEE PROFILE

Hairong Lin

Hunan University

12 PUBLICATIONS   74 CITATIONS   

SEE PROFILE

All content following this page was uploaded by Hairong Lin on 05 June 2020.

The user has requested enhancement of the downloaded file.

https://www.researchgate.net/publication/341269497_Synchronization_of_inertial_memristive_neural_networks_with_time-varying_delays_via_static_or_dynamic_event-triggered_control?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_2&_esc=publicationCoverPdf
https://www.researchgate.net/publication/341269497_Synchronization_of_inertial_memristive_neural_networks_with_time-varying_delays_via_static_or_dynamic_event-triggered_control?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_3&_esc=publicationCoverPdf
https://www.researchgate.net/project/memristor-chaotic-system-2?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_9&_esc=publicationCoverPdf
https://www.researchgate.net/project/chaos-generation-and-circuit-realization?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_9&_esc=publicationCoverPdf
https://www.researchgate.net/?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_1&_esc=publicationCoverPdf
https://www.researchgate.net/profile/Wei_Yao42?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_4&_esc=publicationCoverPdf
https://www.researchgate.net/profile/Wei_Yao42?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_5&_esc=publicationCoverPdf
https://www.researchgate.net/institution/Hunan_University?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_6&_esc=publicationCoverPdf
https://www.researchgate.net/profile/Wei_Yao42?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_7&_esc=publicationCoverPdf
https://www.researchgate.net/profile/Hairong_Lin?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_4&_esc=publicationCoverPdf
https://www.researchgate.net/profile/Hairong_Lin?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_5&_esc=publicationCoverPdf
https://www.researchgate.net/institution/Hunan_University?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_6&_esc=publicationCoverPdf
https://www.researchgate.net/profile/Hairong_Lin?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_7&_esc=publicationCoverPdf
https://www.researchgate.net/profile/Hairong_Lin?enrichId=rgreq-f299490256feadfb743bf68efd9ac5c5-XXX&enrichSource=Y292ZXJQYWdlOzM0MTI2OTQ5NztBUzo4OTkwNzAxNTEzNjg3MDRAMTU5MTM2NjQzNjA1OA%3D%3D&el=1_x_10&_esc=publicationCoverPdf


Neurocomputing 404 (2020) 367–380
Contents lists available at ScienceDirect

Neurocomputing

journal homepage: www.elsevier .com/locate /neucom
Synchronization of inertial memristive neural networks with
time-varying delays via static or dynamic event-triggered controlq
https://doi.org/10.1016/j.neucom.2020.04.099
0925-2312/� 2020 Elsevier B.V. All rights reserved.

q This work was supported in part by the National Natural Science Foundation of
China under Grant 61971185, the Major Research Project of the National Natural
Science Foundation of China under Grant 91964108 and the Open Fund Project of
Key Laboratory in Hunan Universities under Grant 18K010.
⇑ Corresponding author.

E-mail address: wch1227164@hnu.edu.cn (C. Wang).
Wei Yao a, Chunhua Wang a,⇑, Yichuang Sun b, Chao Zhou a, Hairong Lin a

aCollege of Information Science and Engineering, Hunan University, Changsha 410082, China
b School of Engineering and Technology, University of Hertfordshire, Hatfield AL10 9AB, UK

a r t i c l e i n f o
Article history:
Received 13 February 2020
Revised 15 April 2020
Accepted 28 April 2020
Available online 8 May 2020
Communicated by Yugang Niu

Keywords:
Synchronization
Inertial memristive neural networks
Event-triggered control
State feedback controllers
a b s t r a c t

This paper investigates the synchronization problem of inertial memristive neural networks (IMNNs)
with time-varying delays via event-triggered control (ETC) scheme and state feedback controller for
the first time. First, two types of state feedback controllers are designed; the first type of controller is
added to the transformational first-order system, and the second type of controller is added to the orig-
inal second-order system. Next, based on each feedback controller, static event-triggered control (SETC)
condition and dynamic event-triggered control (DETC) condition are presented to significantly reduce the
update times of controller and decrease the computing cost. Then, some sufficient conditions are given
such that synchronization of IMNNs with time-varying delays can be achieved under ETC schemes.
Finally, a numerical simulation and some data analyses are given to verify the validity of the proposed
results.

� 2020 Elsevier B.V. All rights reserved.
1. Introduction

As one of the most important dynamical characteristics of com-
plex systems, synchronization has been widely studied [1,2,3,4,5].
Currently, synchronization and neural networks can be applied in
many potential areas [6,7,8,9,10], such as image encryption, bio-
logical systems and secure communication. In 2008, the memristor
prototype was realized by HP lab using TiO2 [11]. Since then,
memristor-based circuits and applications have been investigated
extensively in the academic world [12,13,14,15,16]. Because of
the nonvolatility of memristor, memristive neural networks
(MNNs) can be built with memristor to emulate synapse. MNN
has broad applications in several fields [17,18], such as logical
operations and image processing. Therefore, the topics of synchro-
nization of MNNs have attracted increasing attention
[19,20,21,23,24,25,26,27]. For example, Wu et al. researched a class
of memristive recurrent neural networks (NNs) and achieved expo-
nential synchronization of NNs via Lyapunov functional and differ-
ential inclusions [19]. In [20], global exponential synchronization
of memristive recurrent NNs with time-varying delays was
addressed by using Lyapunov functional method and fuzzy theory.
In [21], some sufficient conditions were presented to ensure
synchronization of coupled MNNs via impulsive differential
inequality and extended Halanay differential inequality. Li and
Cao [22] investigated lay synchronization and lag quasi-
synchronization of coupled MNNs by utilizing generalized Halanay
inequality and x-measure method. In [23], synchronization
problem of fractional-order MNNs was addressed under some suf-
ficient conditions.

It is worth noting that [19,20,21,23,24,25,26,27] focused pri-
marily on the first order derivative or fractional order derivative
of the state variables. Recently, the dynamical characteristic
research of MNNs via introducing an inertial term has attracted
great interest [28,29,30,31,32,33,34,35,36,37], because the inertial
term is considered as a key tool to generate complicated chaos
and bifurcation behavior. In [28], Wang et al. investigated global
stabilization of inertial memristive recurrent NNs with discrete
delays and two types of distributed delays. By using matrix mea-
sure method, stability and pinning synchronization of inertial
MNNs (IMNNs) with time delays were studied in [30]. Some suffi-
cient conditions were given in [31] such that global exponential
synchronization of coupled IMNNs can be achieved via state
feedback control method. In addition, by using different control
methods, synchronization of IMNNs can be realized in
[32,33,34,35,36,37]. For example, finite-time synchronization of
IMNNs with time delay was addressed via delay-dependent control
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technique [32]. In [33], fixed-time synchronization and finite-time
synchronization of IMNNs were achieved via state feedback control
method. Similarly, fixed-time and finite-time synchronization of
IMNNs were studied by fixed-time control method and state feed-
back control method [34], respectively. In [36], global exponential
synchronization of IMNNs was investigated via nonlinear control
method. Using nonlinear coupling, namely, nonlinear feedback
control strategy, global exponential synchronization of multiple
coupled IMNNs with time-varying delays was achieved [37]. Cur-
rently, due to some advantages including reliability and high effi-
ciency, network control schemes such as state feedback control
method and nonlinear control method, have been widely
researched and applied in several areas [32,33,34,35,36,37,38,39].
However, these network control schemes used in IMNNs
[32,33,34,35,36,37] are based on continuous-time feedback con-
trollers, which means that these systems have heavy computing
burden. Seriously, these continuous-time controllers may lead to
congestion of communication channels.

As two sampling control schemes, time-triggered control [40,41]
and event-triggered control (ETC) [42,43,44,45,46,47,48,49,50] can
effectively reduce computing cost and communication resources.
Nevertheless, when the consecutive sampling-data interval is
infinitesimal, there existwastefulness of computing cost andunnec-
essary energy consumption for time-triggered control. Fortunately,
ETC can solve the problem. Unlike time-triggered control, ETC can
significantly reduce update times of controller and ensure the sys-
temperformance. Therefore, ETC schemeused in controlled systems
has received increasing attention and some relevant topics have
been studied [42,43,44,45,46,47,48,49,50]. In [45], Zhang et al. dis-
cussed stability of MNNs with communication delays by using
event-triggered sampling control method. Using event-triggered
impulsive control, Zhou and Zeng realized quasi-synchronization
of MNNs with time-varying delays [46]. In [47], an event-triggered
H1 state estimation was designed and it guaranteed that delayed
discrete-time stochastic MNNs were exponentially mean-square
stable. Guo et al. presented two types of ETC methods for synchro-
nization of delayed MNNs [48]. In [49], an event-triggered commu-
nication scheme is proposed to save the communication resourcesof
nonlinearmultiagent systemswith unknown and nonidentical con-
trol directions.However, these ETC schemeswereonly considered in
the first-order system [42,43,44,45,46,47,48,49,50], and only one
type of measured error was addressed. This means the existing
ETC methods cannot be directly used in the second-order system
such as IMNNs which needs to consider two types of measured
errors. To the best of our knowledge, there is little work on synchro-
nization of IMNNs via ETC scheme.

Inspired by the discussion above, this paper investigates the
synchronization of IMNNs with time-varying delays via ETC
scheme for the first time. We summarize the main contributions
as follows.

1) This paper designs two types of state feedback controllers.
The first type of controller is added to the transformational
first-order response system, and the second type of controller
is added to the original second-order response system.
2) Based on each state feedback controller, two types of ETC
schemes, namely, static event-triggered control (SETC) and
dynamic event-triggered control (DETC) were designed.
3) Some sufficient conditions are presented to guarantee syn-
chronization of IMNNs with time-vary delays via ETC scheme
under two types of state feedback controllers.
4)Under ETC schemes, the IMNNs can effectively reduce the
update times of feedback controllers and decrease computing
burden. Moreover, compared with the existing ETC methods
[42,43,44,45,46,47,48,49,50], our control schemes are more
flexible.
The rest of the paper is organized as follows. In Section 2,
IMNNs with time-varying delays are introduced. Two types of con-
trollers and some ETC schemes are designed to realize synchro-
nization of IMNNs in Section 3. Section 4 presents a numerical
simulation and some data analyses to verify the effectiveness of
the obtained results. Finally, conclusions are given in Section 5.

2. Preliminaries

First, we give some notations which will be used later.
Notations: For a given vector

a ¼ a1; a2; . . . ; alð ÞT ; ak k1 ¼
Pl

m¼1 amj j. For a given matrix

x ¼ xmz½ �l�l; xk k1 ¼ max
16z6l

Pl
m¼1 xmzj j, and k xð Þ represents all eigenval-

ues of matrix x.
We consider IMNNs with time-varying delays as follows.

d2pm tð Þ
dt2

¼ �bm
dpm tð Þ
dt

� cmpm tð Þ þ
Xl

z¼1
amz pm tð Þð Þ � f z pz tð Þð Þ

þ
Xl

z¼1
bmz pm tð Þð Þf z pz t � smz tð Þð Þð Þ þ Im tð Þ; m

¼ 1;2; . . . ; l; ð1Þ
where pm tð Þ is the state of the mth neuron; bm and cm are constants;
the second order derivative of pm tð Þ is an inertial term; amz and bmz

represent memristive connection weights; f z �ð Þ is the activation
function. smz tð Þ denotes time-varying delay and satisfies
0 6 smz tð Þ 6 s, where s is a positive constant; Im tð Þ is external input.

We consider the initial conditions of system (1) as

pm sð Þ ¼ !m sð Þ;
dpm sð Þ

ds ¼ Hm sð Þ; �s 6 s 6 0:

(
We set memristive connection weights as

amz pm tð Þð Þ ¼
~amz; pm tð Þj j 6 vm;

a
 
mz; pm tð Þj j > vm;

(

bmz pm tð Þð Þ ¼
~bmz; pm tð Þj j 6 vm;

b
 
mz; pm tð Þj j > vm;

(

where ~amz; a
 

mz;~bmz and b
 

mz are constants, vm > 0 is the switching
jump. We denote

âmz ¼ max j~amzj; ja
 

mzj
n o

; b̂mz ¼max j~bmzj; jb
 
mzj

� �
; D̂ ¼ âmz½ �l�l;

X̂ ¼ b̂mz

h i
l�l
:

Let qm tð Þ ¼ dpm tð Þ
dt þxmpm tð Þ; m ¼ 1;2; . . . ; l, where xm is a con-

stant, then system (1) can be rewritten as

dpm tð Þ
dt ¼ �xmpm tð Þ þ qm tð Þ; m ¼ 1;2; . . . ; l;

dqm tð Þ
dt ¼ � bm �xmð Þqm tð Þ � cm þxm xm � bmð Þ½ �

�pm tð Þ þ
Xl

z¼1
amz pm tð Þð Þf z pz tð Þð Þ

þ
Xl

z¼1
bmz pm tð Þð Þf z pz t � smz tð Þð Þð Þ þ Im tð Þ

, ¼ �~bmqm tð Þ � ~cmpm tð Þ þ
Xl

z¼1
amz pm tð Þð Þf z pz tð Þð Þ

þ
Xl

z¼1
bmz pm tð Þð Þf z pz t � smz tð Þð Þð Þ þ Im tð Þ;

8>>>>>>>>>>>>>>>>>>>>>><>>>>>>>>>>>>>>>>>>>>>>:

ð2Þ
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where ~bm ¼ bm �xm; ~cm ¼ cm þxm xm � bmð Þ and the initial condi-
tions are

pm sð Þ ¼ !m sð Þ;
qm sð Þ ¼ Hm sð Þ þxm!m sð Þ; �s 6 s 6 0:

(
Let system (1) or (2) be the drive IMNNs, then the response sys-

tem can be described in two forms, namely, Form (A) and Form (B).
Form (A):

d~pm tð Þ
dt ¼ �xm~pm tð Þ þ ~qm tð Þ þ um tð Þ;

d~qm tð Þ
dt ¼ �~bm~qm tð Þ � ~cm~pm tð Þ þ

Xl

z¼1
amz ~pm tð Þð Þ

�f z ~pz tð Þð Þ þ
Xl

z¼1
bmz ~pm tð Þð Þf z ~pz t � smz tð Þð Þð Þ

þIm tð Þ þ vm tð Þ;

8>>>>>>>>>>>><>>>>>>>>>>>>:
ð3Þ

where um tð Þ and vm tð Þ are controllers.
Form (B):

d2~pm tð Þ
dt2
¼ �bm

d~pm tð Þ
dt � cm~pm tð Þ þ

Xl

z¼1
amz ~pm tð Þð Þ

�f z ~pz tð Þð Þ þ
Xl

z¼1
bmz ~pm tð Þð Þf z ~pz t � smz tð Þð Þð Þ

þIm tð Þ þ vm tð Þ; m ¼ 1;2; . . . ; l;

ð4Þ

where vm tð Þ represents the controller.

Let ~qm tð Þ ¼ d~pm tð Þ
dt þxm~pm tð Þ; m ¼ 1;2; . . . ; l, where xm is a con-

stant. Then system (4) can be rewritten as

d~pm tð Þ
dt ¼ �xm~pm tð Þ þ ~qm tð Þ;

d~qm tð Þ
dt ¼ �~bm~qm tð Þ � ~cm~pm tð Þ þ

Xl

z¼1
amz ~pm tð Þð Þ

�f z ~pz tð Þð Þ þ
Xl

z¼1
bmz ~pm tð Þð Þf z ~pz t � smz tð Þð Þð Þ

þIm tð Þ þ vm tð Þ;

8>>>>>>>>>>>><>>>>>>>>>>>>:
ð5Þ

where ~bm ¼ bm �xm; ~cm ¼ cm þxm xm � bmð Þ
We define errors em tð Þ ¼ ~pm tð Þ � pm tð Þ and rm tð Þ ¼ ~qm tð Þ � qm tð Þ.
When the response system is system (3), we can get the errors

as

dem tð Þ
dt ¼ �xmem tð Þ þ rm tð Þ þ um tð Þ;

drm tð Þ
dt ¼ �~bmrm tð Þ � ~cmem tð Þ

þ
Xl

z¼1
amz ~pm tð Þð Þgz ez tð Þð Þ

þ
Xl

z¼1
amz ~pm tð Þð Þ � amz pm tð Þð Þð Þf z pz tð Þð Þ

þ
Xl

z¼1
bmz ~pm tð Þð Þgz ez t � smz tð Þð Þð Þ

þ
Xl

z¼1
bmz ~pm tð Þð Þ � bmz pm tð Þð Þð Þ

�f z pz t � smz tð Þð Þð Þ þ vm tð Þ:

8>>>>>>>>>>>>>>>>>>>>>>>>>>>>><>>>>>>>>>>>>>>>>>>>>>>>>>>>>>:

ð6Þ

where gz ez tð Þð Þ ¼ f z ~pz tð Þð Þ � f z pz tð Þð Þ. Moreover, the vector form of
system (6) can be written as
de tð Þ
dt ¼ �We tð Þ þ r tð Þ þ u tð Þ;
dr tð Þ
dt ¼ �~Br tð Þ � ~Ce tð Þ þ D ~p tð Þð Þg e tð Þð Þ
þ D ~p tð Þð Þ � D p tð Þð Þð Þf p tð Þð Þ
þX ~p tð Þð Þg e t � s tð Þð Þð Þ
þ X ~p tð Þð Þ �X p tð Þð Þð Þf p t � s tð Þð Þð Þ þ v tð Þ:

8>>>>>><>>>>>>:
ð7Þ

where e tð Þ = e1 tð Þ; e2 tð Þ; . . . ; el tð Þð ÞT ; r tð Þ = r1 tð Þ; r2 tð Þ; . . . ; rl tð Þð ÞT ;W ¼
diag x1;x2;...;xlf g;u tð Þ = u1 tð Þ;u2 tð Þ;...;ul tð Þð ÞT ;~B = diag ~b1;

~b2;...;~bl

n o
;

~C = diag ~c1;~c2;...;~clf g;g e tð Þð Þ = g1 e1 tð Þð Þ;ð g2 e2 tð Þð Þ;...;gl el tð Þð ÞÞT ;
f p tð Þð Þ = f 1 p1 tð Þð Þ;f 2 p2 tð Þð Þ;...;ð f l pl tð Þð ÞÞT ;D ~p tð Þð Þ = amz ~p tð Þð Þ½ �l�l;
D p tð Þð Þ = amz p tð Þð Þ½ �l�l;X ~p tð Þð Þ = bmz ~p tð Þð Þ½ �l�l;X p tð Þð Þ = bmz p tð Þð Þ½ �l�l;
v tð Þ = v1 tð Þ;v2 tð Þ;...;v l tð Þð ÞT .

When the response system is system (5), we can get the errors
as

dem tð Þ
dt ¼ �xmem tð Þ þ rm tð Þ;

drm tð Þ
dt ¼ �~bmrm tð Þ � ~cmem tð Þ

þ
Xl

z¼1
amz ~pm tð Þð Þgz ez tð Þð Þ

þ
Xl

z¼1
amz ~pm tð Þð Þ � amz pm tð Þð Þð Þf z pz tð Þð Þ

þ
Xl

z¼1
bmz ~pm tð Þð Þgz ez t � smz tð Þð Þð Þ

þ
Xl

z¼1
bmz ~pm tð Þð Þ � bmz pm tð Þð Þð Þ

�f z pz t � smz tð Þð Þð Þ þ vm tð Þ;

8>>>>>>>>>>>>>>>>>>>>>>>>><>>>>>>>>>>>>>>>>>>>>>>>>>:

ð8Þ

and the vector form

de tð Þ
dt ¼ �We tð Þ þ r tð Þ;
dr tð Þ
dt ¼ �~Br tð Þ � ~Ce tð Þ þ D ~p tð Þð Þg e tð Þð Þ
þ D ~p tð Þð Þ � D p tð Þð Þð Þf p tð Þð Þ
þX ~p tð Þð Þg e t � s tð Þð Þð Þ
þ X ~p tð Þð Þ �X p tð Þð Þð Þf p t � s tð Þð Þð Þ þ v tð Þ;

8>>>>>><>>>>>>:
ð9Þ

where v tð Þ ¼ v1 tð Þ;v2 tð Þ; . . . ;v l tð Þð ÞT .
We define measured errors as me tð Þ ¼ e tið Þ � e tð Þ and

mr tð Þ ¼ r tið Þ � r tð Þ;8t 2 ti; tiþ1½ Þ. In ETC strategy, the state-
dependent threshold needs to be set. When the measured errors
exceed the threshold, the control will be updated under a new
triggering event. It is worth noting that limt!tþ

i
me

tð Þ ¼ me tið Þ ¼ 0; limt!tþ
i
mr tð Þ ¼ mr tið Þ ¼ 0; limt!t�

i
me tð Þ ¼ limt!t�

i

e ti�1ð Þ � e tð Þ – 0 and limt!t�
i
mr tð Þ ¼ limt!t�

i
r ti�1ð Þ � r tð Þ – 0.

Therefore, me tð Þ and mr tð Þ are discontinuous at t ¼ ti.
Because time-varying delay smz tð Þ satisfies 0 6 smz tð Þ 6 s, and

t 2 ti; tiþ1½ Þ, then we can acquire t � smz tð Þ 2 ti � s; tiþ1½ Þ, where s
is a positive constant. It is worth nothing that the term t � smz tð Þ
does not affect event-triggered control conditions introduced in
the Section 3.

Definition 1. If

lim
t!1

~p tð Þ � p tð Þk k1 ¼ 0;

and

lim
t!1

~q tð Þ � q tð Þk k1 ¼ 0;

then IMNNs systems (2) and (3) (or (5)) can achieve asymptotical

synchronization, where ~p tð Þ ¼ ~p1 tð Þ; ~p2 tð Þ; . . . ; ~pl tð Þð ÞT ;p tð Þ ¼ p1 tð Þ;ð
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p2 tð Þ; . . . ; pl tð ÞÞT ; ~q tð Þ ¼ ~q1 tð Þ; ~q2 tð Þ; . . . ; ~ql tð Þð ÞT ; q tð Þ ¼ q1 tð Þ; q2 tð Þ;ð
. . . ; ql tð ÞÞT .
Lemma 1. For the equation _v tð Þ ¼ � 1þ dð Þv tð Þ with d > 0 and ini-
tial value v 0ð ÞP 0, the solution v tð Þ satisfies v tð ÞP 0.
Remark 1. In the literature, when the synchronization of drive-
response inertial NNs systems was studied, the response system
was usually considered in two forms, that is Form (A) and Form
(B). For example, references [33,34,35] adopted Form (A), and ref-
erences [30–32,36] adopted Form (B). Without loss of generality,
this paper investigates the synchronization of drive-response
IMNNs under the two forms.
3. Synchronization of inertial memristive neural networks

Because the response system is considered as Form (A) and
Form (B), the corresponding controllers in Form (A) and Form (B)
are different. Therefore, we will discuss two types of controllers
in this section. The first type of controller is added to the transfor-
mational first-order response system (3), and the second type of
controller is added to the original second-order response system
(4).

3.1. The first type of controller

We consider the first type of state feedback controller in the
Form (A) as follows

u tð Þ ¼ �He tið Þ;
v tð Þ ¼ �Kr tið Þ � Csgn r tið Þð Þ; t 2 ti; tiþ1½ Þ;

�
ð10Þ

where H ¼ diag h1;h2; . . . ;hlð ÞT and K ¼ diag K1;K2; . . . ;Klð ÞT are
positive definite matrices; C ¼ diag C1;C2; . . . ;Clð ÞT ; sgnðÞ repre-
sents sign function; and ti is a release instant.

Assumption 1. Time-varying delay smz tð Þ satisfies
_smz tð Þ 6 h < 1;

where h is a positive constant.
Assumption 2. Activation function f z is bounded and satisfies
Lipschitz condition, namely, f z U1ð Þj j 6 Nz and
f z U1ð Þ � f z U2ð Þj j 6 Mz U1 � U2j j for any U1;U2 2 R, where Mz > 0
and Nz > 0 are constants, z ¼ 1;2; . . . ; l.

(1) Static Event-Triggered Control

Theorem 1. IMNNs systems (2) and (4) can be synchronized under
Assumptions 1 and 2 with the first type of state feedback controller
(10) and the following SETC conditions

me tð Þk k1 6 n1
l1 e tð Þk k1
max k Hð Þf g ; ð11Þ

mr tð Þk k1 6 n2
l2 r tð Þk k1 þ-
� �
max k Kð Þf g ; ð12Þ

for t 2 ti; tiþ1½ Þ, if

min k Hð Þf g > �min k Wð Þf g þmax jk ~C
� �
j

n o
þMmax

1�h X̂
��� ���

1
þMmax D̂

��� ���
1

ð13Þ
min k Kð Þf g > 1�min k ~B
� �n o

ð14Þ

Cm > jm; if sgn rm tð Þð Þsgn rm tið Þð Þ > 0;
Cm 6 �jm; otherwise;

�
ð15Þ

and

jm >
Xl

z¼1
~amz � a

 
mz

			 			þ ~bmz � b
 
mz

				 				
 �
Nz; ð16Þ

where n1; n2 2 0;1½ �;Mmax ¼max
16z6l

Mzf g,

l1 ¼min k Wð Þf g �max jk ~C
� �
j

n o
� Mmax

1�h X̂
��� ���

1

�Mmax D̂
��� ���

1
þmin k Hð Þf g;

l2 ¼ �1þmin k ~B
� �n o

þmin k Kð Þf g;

and

- ¼
Xl

m¼1
jm �

Xl

z¼1
~amz � a

 
mz

			 			þ ~bmz � b
 
mz

				 				
 �
Nz

( )
:

Proof. Consider a Lyapunov function as

V tð Þ ¼ e tð Þk k1 þ r tð Þk k1
þ
Xl

m¼1

Xl

z¼1

b̂mz
1�h

R t
t�smz tð Þ gz ez sð Þð Þj jds ð17Þ

For t 2 ti; tiþ1½ Þ, we can get the upper right Dini-derivative of
V tð Þ as
_V tð Þ 6 sgnT e tð Þð Þ _e tð Þ þ sgnT r tð Þð Þ_r tð Þ

þ
Xl

m¼1

Xl

z¼1
b̂mz

1
1�h gz ez tð Þð Þj j � gz ez t � smz tð Þð Þð Þj j� 


¼ sgnT e tð Þð Þ �We tð Þ þ r tð Þ �He tið Þf g
þsgnT r tð Þð Þ �~Br tð Þ � ~Ce tð Þ þ D ~p tð Þð Þg e tð Þð Þ

n
þ D ~p tð Þð Þ � D p tð Þð Þð Þf p tð Þð Þ
þX ~p tð Þð Þg e t � s tð Þð Þð Þ þ X ~p tð Þð Þ �X p tð Þð Þð Þ
�f p t � s tð Þð Þð Þ �Kr tið Þ � Csgn r tið Þð Þg

þ
Xl

m¼1

Xl

z¼1
b̂mz

1
1�h gz ez tð Þð Þj j � gz ez t � smz tð Þð Þð Þj j� 


6 �min k Wð Þf g e tð Þk k1 þ r tð Þk k1 � sgnT e tð Þð ÞHe tið Þ

�min k ~B
� �n o

r tð Þk k1 þmax jk ~C
� �
j

n o
e tð Þk k1

þMmax D̂
��� ���

1
e tð Þk k1 þ sgnT r tð Þð Þ D ~p tð Þð Þ � D p tð Þð Þð Þf

�f p tð Þð Þ þ X ~p tð Þð Þ �X p tð Þð Þð Þf p t � s tð Þð Þð Þ
�Kr tið Þ � Csgn r tið Þð Þg þ Mmax

1�h X̂
��� ���

1
e tð Þk k1

Combining with me tð Þ ¼ e tið Þ � e tð Þ and mr tð Þ ¼ r tið Þ � r tð Þ, we
get

�sgnT e tð Þð ÞHe tið Þ ¼ �sgnT e tð Þð ÞH e tð Þ þme tð Þð Þ
6 �min k Hð Þf g e tð Þk k1 þmax k Hð Þf g me tð Þk k1;

�sgnT r tð Þð ÞKr tið Þ ¼ �sgnT r tð Þð ÞK r tð Þ þmr tð Þð Þ
6 �min k Kð Þf g r tð Þk k1 þmax k Kð Þf g mr tð Þk k1:
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According to Assumption 2, the following inequalities hold.

sgnT r tð Þð Þ D ~p tð Þð Þ � D p tð Þð Þð Þf f p tð Þð Þ

þ X ~p tð Þð Þ �X p tð Þð Þð Þf p t � s tð Þð Þð Þ � Csgn r tið Þð Þg

6
Xl

m¼1

Xl

z¼1
~amz � a

 
mz

			 			þ ~bmz � b
 

mz

				 				
 �
Nz

�
Xl

m¼1
sgn rm tð Þð Þsgn rm tið Þð ÞCm

6 �
Xl

m¼1
jm �

Xl

z¼1
~amz � a

 
mz

			 			þ ~bmz � b
 

mz

				 				
 �
Nz

( )

¼ �- < 0

Then, we can get that

_V tð Þ 6 �min k Wð Þf g þmax jk ~C
� �
j

n o
þ Mmax

1�h X̂
��� ���

1

h
þMmax D̂

��� ���
1
�min k Hð Þf g

i
e tð Þk k1 þmax k Hð Þf g

� me tð Þk k1 þ 1�min k ~B
� �n o

�min k Kð Þf g
h i

� r tð Þk k1 þmax k Kð Þf g mr tð Þk k1 �-

6 n1 � 1ð Þl1 e tð Þk k1 þ n2 � 1ð Þ l2 r tð Þk k1 þ-
� �

6 0

Thus, the system (3) can achieve synchronization with the sys-
tem (2) under the SETC conditions (11) and (12). The proof is
finished.

The type of synchronization achieved in this paper is asymptot-
ical synchronization. The derivative of Lyapunov function V tð Þ is
not more than 0, and each term of Lyapunov function V tð Þ in
(17) is nonnegative. Thus, e tð Þk k1 and r tð Þk k1 are asymptotically
stable as time goes on, in other words,

lim
t!1

~p tð Þ � p tð Þk k1 ¼ 0

and

lim
t!1

~q tð Þ � q tð Þk k1 ¼ 0:

This means the synchronization between system (2) and sys-
tem (2) is asymptotical according to the Definition 1. Similarly,
the synchronization between system (3) and system (2) in the
following theorems and corollaries via SETC or DETC is also
asymptotical.

The feedback controller (10) is an essential item of realizing
synchronization of drive and response IMNNs. Its two items
u tð Þ and v tð Þ are respectively applied in errors e tð Þ and r tð Þ to
make error systems stable. In addition, u tð Þ and v tð Þ are
unchanged when time t 2 ti; tiþ1½ Þ, which means that computing
cost decreases due to reducing the update times of feedback
controller (10).

Remark 2. When SETC conditions (11) and (12) are violated, the
controller (10) makes one update. That is to say, the controller (10)
does not need to re-do the calculation as long as SETC conditions
(11) and (12) are satisfied. Therefore, compared with the tradi-
tional continuous-time control methods [32,33,34,35,36,37], ETC
scheme can reduce communication burden based on ensuring
system performance.
Remark 3. Due to the limited communication resources and chan-
nel bandwidth, it is very necessary to reduce the update times of
controller and data transmission rate. ETC scheme for the synchro-
nization of IMNNs can effectively reduce the update times of con-
troller and decrease computing cost. Therefore, ETC scheme for
IMNNs is very practical and meaningful.
Remark 4. In [46,47,48], the synchronization of MNNs via ETC
schemes has been studied. These papers focused on the first order
derivative of the state variables and considered one type of error
variable, that is to say, one type of measured error was addressed
to achieve synchronization. Compared with the first order deriva-
tive of the state variables, the second order derivative is more com-
plicated and harder to be addressed. Currently, the solution for the
second order derivative is to transform the second-order system
into two first-order systems [28,29,30,31,32,33,34,35,36,37],
which means it needs to consider two types of error variables,
namely two types of measured errors. Therefore, the one error
variable strategy in [46,47,48] cannot solve the synchronization
problem of IMNN systems [28,29,30,31,32,33,34,35,36,37]. In other
words, the ETC schemes obtained in [42,43,44,45,46,47,48,49,50]
cannot be directly used for the synchronization of IMNN systems
[28,29,30,31,32,33,34,35,36,37]. Therefore, this paper proposes
the synchronization of IMNNs with time-varying delays via new
ETC condition and state feedback controller for the first time.
Corollary 1. IMNNs systems (2) and (3) can be synchronized under
Assumptions 1 and 2 with the first type of state feedback controller
(10) and the following SETC conditions

me tð Þk k1 6 n1
l1 e tð Þk k1 þ-
� �

max k Hð Þf g ; ð18Þ

mr tð Þk k1 6 n2
l2 r tð Þk k1

max k Kð Þf g ; ð19Þ

for t 2 ti; tiþ1½ Þ, if matrices H;K and C satisfy (13)–(16), and
n1; n2;l1;l2 and - are the same as Theorem 1.

Proof. Combining the proof of Theorem 1 with (18) and (19), we
get

_V tð Þ 6 �min k Wð Þf g þmax jk ~C
� �
j

n o
þ Mmax

1�h X̂
��� ���

1

h
þMmax D̂

��� ���
1
�min k Hð Þf g

i
e tð Þk k1 þmax k Hð Þf g

� me tð Þk k1 þ 1�min k ~B
� �n o

�min k Kð Þf g
h i

� r tð Þk k1 þmax k Kð Þf g mr tð Þk k1 �-
6 n1 � 1ð Þ l1 e tð Þk k1 þ-

� �þ n2 � 1ð Þl2 r tð Þk k1
6 0

Thus, the system (3) can achieve synchronization with the sys-
tem (2) under the SETC conditions (18) and (19). The proof is
finished.

Corollary 2. IMNNs systems (2) and (3) can be synchronized under
Assumptions 1 and 2 with the first type of state feedback controller
(10) and the following SETC conditions

me tð Þk k1 6 n1l1 e tð Þk k1 þ ‘-
max k Hð Þf g ; ð20Þ

mr tð Þk k1 6 n2l2 r tð Þk k1 þ 1� ‘ð Þ-
max k Kð Þf g ; ð21Þ
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for t 2 ti; tiþ1½ Þ; ‘ 2 0;1ð Þ, if matrices H;K and C satisfy (13)–(16), and
n1; n2;l1;l2 and - are the same as Theorem 1.
Corollary 3. IMNNs systems (2) and (3) can be synchronized under
Assumptions 1 and 2 with the first type of state feedback controller
(10) and the following SETC conditions

me tð Þk k1 6 n1l1 e tið Þk k1 þ ‘-
max k Hð Þf g þ n1l1

; ð22Þ

mr tð Þk k1 6 n2l2 r tið Þk k1 þ 1� ‘ð Þ-
max k Kð Þf g þ n2l2

; ð23Þ

for t 2 ti; tiþ1½ Þ; ‘ 2 0;1ð Þ, if matrices H;K and C satisfy (13)–(16), and
n1; n2;l1;l2 and - are the same as Theorem 1.

Proof. From (22) and (23), we can get

max k Hð Þf g me tð Þk k1 6 n1l1 e tið Þk k1 � me tð Þk k1
� �þ ‘-

6 n1l1 e tð Þk k1 þ ‘-;

max k Kð Þf g mr tð Þk k1
6 n2l2 r tið Þk k1 � mr tð Þk k1

� �þ 1� ‘ð Þ-
6 n2l2 r tð Þk k1 þ 1� ‘ð Þ-;

for t 2 ti; tiþ1½ Þ, in other words, the inequalities (20) and (21) in
Corollary 2 hold. Thus, all the conditions of Corollary 2 are satisfied.

Remark 5. Because the state feedback controller (10) is added to
the transformational first-order system (3), it is very convenient to
set ETC conditions. From Theorem 1 and Corollaries 1–3, we have
lots of choices to set the conditions of measured errors me tð Þ and
mr tð Þ, which the existing methods for MNNs introduced in
[46,47,48] cannot meet. Therefore, the first type of state feedback
controller (10) is very necessary and flexible for studying the
synchronization of IMNNs and choosing ETC conditions.

(2) Dynamic Event-Triggered Control
We set two dynamic variables r1 tð Þ and r2 tð Þ, which satisfy the

following conditions

_r1 tð Þ ¼ �r1 tð Þ þ n1l1 e tð Þk k1
�max k Hð Þf g me tð Þk k1;

ð24Þ

_r2 tð Þ ¼ �r2 tð Þ þ n2 l2 r tð Þk k1 þ-
� �

�max k Kð Þf g mr tð Þk k1;
ð25Þ

where matrices H;K satisfy (13) and (14), and n1; n2;l1;l2 and -
are the same as Theorem 1. The initial values of (24) and (25) are
r1 0ð Þ and r2 0ð Þ, and satisfy r1 0ð ÞP 0 and r2 0ð ÞP 0.

The dynamic variables r1 tð Þ and r2 tð Þ are used to control the
thresholds of measured errors me tð Þ and mr tð Þ in DETC scheme.
For example, error e tð Þ and dynamic variable r1 tð Þ are applied to
dynamically decide the threshold of measured errors me tð Þ in
(26); error r tð Þ and dynamic variable r2 tð Þ are applied to dynami-
cally decide the threshold of measured errors mr tð Þ in (27). When
the measured errors me tð Þ and mr tð Þ exceed the thresholds pro-
vided in (26) and (27), the control will be updated under a new
triggering event. By introducing dynamic variables, the update
times of controller under DETC scheme is less than that under SETC
scheme.

Theorem 2. IMNNs systems (2) and (3) can be synchronized under
Assumptions 1 and 2 with the first type of state feedback controller
(10) and the following DETC conditions

me tð Þk k1 6 r1 tð Þ þ n1
l1 e tð Þk k1
max k Hð Þf g ; ð26Þ
mr tð Þk k1 6 r2 tð Þ þ n2
l2 r tð Þk k1 þ-
� �
max k Kð Þf g ; ð27Þ

for t 2 ti; tiþ1½ Þ, if matrices H;K and C satisfy (13)–(16), and
n1; n2;l1;l2 and - are the same as Theorem 1.

Proof. From (24)–(27), we can get

_r1 tð ÞP �r1 tð Þ þmax k Hð Þf g me tð Þk k1 � r1 tð Þ� �
�max k Hð Þf g me tð Þk k1 ¼ � 1þmax k Hð Þf gð Þr1 tð Þ;
and

_r2 tð ÞP �r2 tð Þ þmax k Kð Þf g mr tð Þk k1 � r2 tð Þ� �
�max k Kð Þf g mr tð Þk k1 ¼ � 1þmax k Kð Þf gð Þr2 tð Þ;

Therefore, we can obtain that r1 tð ÞP 0 and r2 tð ÞP 0 accord-
ing to Lemma 1.

We define the following function

V1 tð Þ ¼ V tð Þ þ r1 tð Þ þ r2 tð Þ
where V tð Þ is the same as (17).

For t 2 ti; tiþ1½ Þ, we can get the upper right Dini-derivative of
V1 tð Þ as
_V1 tð Þ ¼ _V tð Þ þ _r1 tð Þ þ _r2 tð Þ
6 �min k Wð Þf g þmax jk ~C

� �
j

n o
þ Mmax

1�h X̂
��� ���

1

h
þMmax D̂

��� ���
1
�min k Hð Þf g

i
e tð Þk k1

þmax k Hð Þf g me tð Þk k1 þ 1�min k ~B
� �n o

�min k Kð Þf g
h i

� r tð Þk k1 þmax k Kð Þf g mr tð Þk k1 �-
�r1 tð Þ þ n1l1 e tð Þk k1 �max k Hð Þf g me tð Þk k1
�r2 tð Þ þ n2 l2 r tð Þk k1 þ-

� ��max k Kð Þf g mr tð Þk k1
¼ �l1 e tð Þk k1 � r1 tð Þ þ n1l1 e tð Þk k1 � l2 r tð Þk k1
�-� r2 tð Þ þ n2 l2 r tð Þk k1 þ-

� �
6 n1 � 1ð Þl1 e tð Þk k1 þ n2 � 1ð Þ l2 r tð Þk k1 þ-

� �
�r1 tð Þ � r2 tð Þ
6 0

Therefore, IMNNs systems (2) and (3) can be synchronized with
the state feedback controller (10) and the DETC conditions (26) and
(27). The proof is finished.

Similar to Theorem 2, we can have the following corollaries.
We introduce two dynamic variables r3 tð Þ and r4 tð Þ, which sat-

isfy the following conditions

_r3 tð Þ ¼ �r3 tð Þ þ n1 l1 e tð Þk k1 þ-
� �

�max k Hð Þf g me tð Þk k1;

_r4 tð Þ ¼ �r4 tð Þ þ n2l2 r tð Þk k1 �max k Kð Þf g mr tð Þk k1;
where matrices H;K satisfy (13) and (14), and n1; n2;l1;l2 and -
are the same as Theorem 1. The initial values are r3 0ð Þ and r4 0ð Þ,
and satisfy r3 0ð ÞP 0 and r4 0ð ÞP 0.

Corollary 4. IMNNs systems (2) and (3) can be synchronized under
Assumptions 1 and 2 with the first type of state feedback controller
(10) and the following DETC conditions
me tð Þk k1 6 r3 tð Þ þ n1
l1 e tð Þk k1 þ-
� �

max k Hð Þf g ;

mr tð Þk k1 6 r4 tð Þ þ n2
l2 r tð Þk k1

max k Kð Þf g ;

for t 2 ti; tiþ1½ Þ, if matrices H;K and C satisfy (13)–(16), and
n1; n2;l1;l2 and - are the same as Theorem 1.
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Similarly, we denote two dynamic variables r5 tð Þ and r6 tð Þ,
which satisfy the following conditions

_r5 tð Þ ¼ �r5 tð Þ þ n1l1 e tð Þk k1 þ ‘-
�max k Hð Þf g me tð Þk k1;

ð28Þ

_r6 tð Þ ¼ �r6 tð Þ þ n2l2 r tð Þk k1 þ 1� ‘ð Þ-
�max k Kð Þf g mr tð Þk k1;

ð29Þ

where matrices H;K satisfy (13) and (14), ‘ 2 0;1ð Þ, and n1; n2;l1;l2

and - are the same as Theorem 1. The initial values are r5 0ð Þ and
r6 0ð Þ, and satisfy r5 0ð ÞP 0 and r6 0ð ÞP 0.

Corollary 5. IMNNs systems (2) and (3) can be synchronized under
Assumptions 1 and 2 with the first type of state feedback controller
(10) and the following DETC conditions

me tð Þk k1 6 r5 tð Þ þ n1l1 e tð Þk k1 þ ‘-
max k Hð Þf g ; ð30Þ

mr tð Þk k1 6 r6 tð Þ þ n2l2 r tð Þk k1 þ 1� ‘ð Þ-
max k Kð Þf g ; ð31Þ

for t 2 ti; tiþ1½ Þ; ‘ 2 0;1ð Þ, if matrices H;K and C satisfy (13)–(16), and
n1; n2;l1;l2 and - are the same as Theorem 1.

Proof. From (28)–(31), we get

_r5 tð ÞP � 1þmax k Hð Þf gð Þr5 tð Þ;
and

_r6 tð ÞP � 1þmax k Kð Þf gð Þr6 tð Þ:
Then, we can obtain that r5 tð ÞP 0 and r6 tð ÞP 0.
We define the following function

V2 tð Þ ¼ V tð Þ þ r5 tð Þ þ r6 tð Þ;
where V tð Þ is the same as (17).

For t 2 ti; tiþ1½ Þ, we can get the upper right Dini-derivative of
V2 tð Þ as
_V2 tð Þ ¼ _V tð Þ þ _r5 tð Þ þ _r6 tð Þ
6 �min k Wð Þf g þmax jk ~C

� �
j

n o
þ Mmax

1�h X̂
��� ���

1

h
þMmax D̂

��� ���
1
�min k Hð Þf g

i
e tð Þk k1

þmax k Hð Þf g me tð Þk k1 þ 1�min k ~B
� �n o

�min k Kð Þf g
h i

� r tð Þk k1 þmax k Kð Þf g mr tð Þk k1 �-
�r5 tð Þ þ n1l1 e tð Þk k1 þ ‘-�max k Hð Þf g me tð Þk k1
�r6 tð Þ þ n2l2 r tð Þk k1 þ 1� ‘ð Þ-�max k Kð Þf g mr tð Þk k1
¼ �l1 e tð Þk k1 � r5 tð Þ þ n1l1 e tð Þk k1 � l2 r tð Þk k1
�r6 tð Þ þ n2l2 r tð Þk k1
6 n1 � 1ð Þl1 e tð Þk k1 þ n2 � 1ð Þl2 r tð Þk k1 � r5 tð Þ � r6 tð Þ
6 0;

Therefore, IMNNs systems (2) and (3) can be synchronized with
the state feedback controller (10) and the DETC conditions (30) and
(31). The proof is finished.

Corollary 6. IMNNs systems (2) and (3) can be synchronized under
Assumptions 1 and 2 with the first type of state feedback controller
(10) and the following DETC conditions

me tð Þk k1 6 max k Hð Þf g
max k Hð Þf gþn1l1

r5 tð Þ
þ n1l1 e tið Þk k1þ‘-

max k Hð Þf gþn1l1
;

ð32Þ

and
mr tð Þk k1 6 max k Kð Þf g
max k Kð Þf gþn2l2

r6 tð Þ
þ n2l2 r tið Þk k1þ 1�‘ð Þ-

max k Kð Þf gþn2l2
;

ð33Þ

for t 2 ti; tiþ1½ Þ; ‘ 2 0;1ð Þ, if matrices H;K and C satisfy (13)-(16), and
n1; n2;l1;l2 and - are the same as Theorem 1.

Proof. From (32) and (33), we can get

max k Hð Þf g me tð Þk k1 6 max k Hð Þf gr5 tð Þ
þn1l1 e tið Þk k1 � me tð Þk k1

� �þ ‘-
6 max k Hð Þf gr5 tð Þ þ n1l1 e tð Þk k1 þ ‘-;

and

max k Kð Þf g mr tð Þk k1 6 max k Kð Þf gr6 tð Þ
þn2l2 r tið Þk k1 � mr tð Þk k1

� �þ 1� ‘ð Þ-
6 max k Kð Þf gr6 tð Þ þ n2l2 r tð Þk k1 þ 1� ‘ð Þ-;

for t 2 ti; tiþ1½ Þ, in other words, the inequalities (30) and (31) in
Corollary 5 hold. Thus, all the conditions of Corollary 5 are satisfied.

Remark 6. By introducing two dynamic variables, DETC scheme
can be obtained. It is very convenient to set DETC conditions due to
the first type of state feedback controller (10). By analyzing SETC
and DETC conditions introduced in Theorems 1,2 and Corollaries
1–6, the construct of SETC and DETC is different. In SETC
conditions, the thresholds of measured errors me tð Þ and mr tð Þ are
decided by e tð Þ and r tð Þ (or e tið Þ and r tið Þ), respectively. While in
DETC conditions, the thresholds of measured errors me tð Þ and
mr tð Þ are decided by e tð Þ; r tð Þ (or e tið Þ; r tið Þ) and two dynamic
variables. Compared with DETC scheme, SETC scheme is simpler.
But DETC scheme is more flexible than SETC scheme. Moreover, the
update times of controller under DETC scheme are less than that
under SETC scheme, which will be verified in Section 4.
3.2. The second type of controller

Now, we discuss the second type of controller which is added to
the original second-order system (4) or (5).

We consider the second type of state feedback controller in the
Form (B) as follows

v tð Þ ¼ �Kr tið Þ � Csgn r tið Þð Þ; t 2 ti; tiþ1½ Þ ð34Þ
where K ¼ diag K1;K2; . . . ;Klð ÞT is positive definite matrix;
C ¼ diag C1;C2; . . . ;Clð ÞT ; sgnðÞ represents sign function; and ti is a
release instant.

(1) Static Event-Triggered Control

Theorem 3. IMNNs systems (2) and (5) can be synchronized under
Assumptions 1 and 2 with the second type of state feedback controller
(34) and the following SETC condition

mr tð Þk k1 6 n2
l2 r tð Þk k1 þ-
� �
max k Kð Þf g ; ð35Þ

for t 2 ti; tiþ1½ Þ, if

min k Wð Þf g > max jk ~C
� �
j

n o
þMmax

1� h
X̂

��� ���
1
þMmax D̂

��� ���
1
; ð36Þ

and inequalities (14)–(16) hold, and n2;l2 and- are the same as The-
orem 1.

Proof. Consider a Lyapunov function V tð Þ which is described in
(17). For t 2 ti; tiþ1½ Þ, we can get the upper right Dini-derivative of
V tð Þ as
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_V tð Þ 6 sgnT e tð Þð Þ _e tð Þ þ sgnT r tð Þð Þ_r tð Þ

þ
Xl

m¼1

Xl

z¼1
b̂mz

1
1�h gz ez tð Þð Þj j � gz ez t � smz tð Þð Þð Þj j� 


¼ sgnT e tð Þð Þ �We tð Þ þ r tð Þf g
þsgnT r tð Þð Þ �~Br tð Þ � ~Ce tð Þ þ D ~p tð Þð Þg e tð Þð Þ

n
þ D ~p tð Þð Þ � D p tð Þð Þð Þf p tð Þð Þ
þX ~p tð Þð Þg e t � s tð Þð Þð Þ þ X ~p tð Þð Þ �X p tð Þð Þð Þ
�f p t � s tð Þð Þð Þ �Kr tið Þ � Csgn r tið Þð Þg

þ
Xl

m¼1

Xl

z¼1
b̂mz

1
1�h gz ez tð Þð Þj j � gz ez t � smz tð Þð Þð Þj j� 


6 �min k Wð Þf g e tð Þk k1 þ r tð Þk k1
�min k ~B

� �n o
r tð Þk k1 þmax jk ~C

� �
j

n o
e tð Þk k1

þMmax D̂
��� ���

1
e tð Þk k1 �min k Kð Þf g r tð Þk k1

þmax k Kð Þf g mr tð Þk k1 þ Mmax
1�h X̂

��� ���
1
e tð Þk k1

�
Xl

m¼1
jm �

Xl

z¼1
~amz � a

 
mz

			 			þ ~bmz � b
 
mz

				 				
 �
Nz

( )
¼ �min k Wð Þf g þmax jk ~C

� �
j

n o
þMmax D̂

��� ���
1

h
þMmax

1�h X̂
��� ���

1

i
e tð Þk k1 þ 1�min k ~B

� �n o
�min k Kð Þf g

h i
� r tð Þk k1 þmax k Kð Þf g mr tð Þk k1 �-
6 n2 � 1ð Þ l2 r tð Þk k1 þ-

� �
6 0

Therefore, IMNNs systems (2) and (5) are synchronized. The
proof is completed.

To achieve synchronization of IMNNs, the derivative of Lya-
punov function needs to be not more than 0. Therefore, we can
have n1 2 0;1½ � and n2 2 0;1½ �, which are described in all theorems
and corollaries. For example, in the proof of Theorem 3, some con-
ditions are provided to make the following inequality

_V tð Þ 6 n2 � 1ð Þ l2 r tð Þk k1 þ-
� �

hold. Therefore, n2 6 1 such that _V tð Þ 6 0. In addition, the SETC con-
dition in Theorem 3 is given by

mr tð Þk k1 6 n2
l2 r tð Þk k1 þ-
� �
max k Kð Þf g :

This means that n2 P 0. Thus, we can get n2 2 0;1½ �. The similar
results for n1 2 0;1½ � and n2 2 0;1½ � in other theorems and corollar-
ies can be obtained. Therefore, Table 1 and Table 2 in the Section 4
show the data transmission rate with n2 2 0;1½ �.
Table 1
For fixed time interval h ¼ 0:0025; t ¼ 5, performance parameters: Tt ;Rp and Tr under the

n2 0 0.2 0.4

Tt 2000 154 91
Rp 0.0025 0.0095 0.0202
Tr 100% 7.70% 4.55%

Table 2
For fixed time interval h ¼ 0:0025; t ¼ 5, performance parameters: Tt ;Rp and Tr under the

n2 0 0.2 0.4

Tt 878 150 63
Rp 0.0040 0.0119 0.0258
Tr 43.90% 7.50% 3.15%
Corollary 7. IMNNs systems (2) and (5) can be synchronized under
Assumptions 1 and 2 with the second type of state feedback controller
(34) and the following SETC condition

mr tð Þk k1 6
n2 l2 r tið Þk k1 þ-
� �

max k Kð Þf g þ n2l2
; ð37Þ

for t 2 ti; tiþ1½ Þ, if inequalities (14)–(16) and (36) hold, and n2;l2 and
- are the same as Theorem 1.

(2) Dynamic Event-Triggered Control

Theorem 4. IMNNs systems (2) and (5) can be synchronized under
Assumptions 1 and 2 with the second type of state feedback controller
(34) and the following DETC condition

mr tð Þk k1 6 r2 tð Þ þ n2
l2 r tð Þk k1 þ-
� �
max k Kð Þf g ; ð38Þ

for t 2 ti; tiþ1½ Þ, if inequalities (14)–(16) and (36) hold, n2;l2 and- are
the same as Theorem 1, dynamic variable r2 tð Þ satisfies the condition
(25).
Corollary 8. IMNNs systems (2) and (5) can be synchronized under
Assumptions 1 and 2 with the second type of state feedback controller
(34) and the following DETC condition

mr tð Þk k1 6 max k Kð Þf g
max k Kð Þf gþn2l2

r2 tð Þ

þn2 l2 r tið Þk k1þ-ð Þ
max k Kð Þf gþn2l2

;

for t 2 ti; tiþ1½ Þ, if inequalities (14)–(16) and (36) hold, n2;l2 and- are
the same as Theorem 1, dynamic variable r2 tð Þ satisfies the condition
(25).

In this paper, four theorems and eight corollaries are proposed,
and the event-triggered control condition has many forms. The
basis for these forms of event-triggered control conditions is to
make that Lyapunov function will be not more than 0. We take
Theorem 1 and Corollary 1 as examples to explain the basis of
these forms.

The purpose of Theorem 1 and Corollary 1 is to let _V tð Þ 6 0.
Thus, we can set different ETC schemes to make _V tð Þ 6 0.

Then the SETC conditions (11) and (12) in Theorem 1 are built,
such that

_V tð Þ 6 n1 � 1ð Þl1 e tð Þk k1 þ n2 � 1ð Þ l2 r tð Þk k1 þ-
� �

:

Similarly, the SETC conditions (18) and (19) in Corollary 1 are
structured, such that
second type of controller and SETC condition (42) with different n2.

0.6 0.8 1

59 48 31
0.0257 0.0491 0.0534
2.95% 2.40% 1.55%

second type of controller and DETC condition (43) with different n2.

0.6 0.8 1

12 9 6
0.1204 0.1347 0.6698
0.60% 0.45% 0.30%
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_V tð Þ 6 n1 � 1ð Þ l1 e tð Þk k1 þ-
� �þ n2 � 1ð Þl2 r tð Þk k1:

Finally, by using n1; n2 2 0;1½ �, we can obtain _V tð Þ 6 0.

Remark 7. Different from the first type of state feedback controller
(10), the second type of controller (34) is added to the original
second-order system. The two types of controllers have their
respective advantages. On one hand, it is more convenient to set
SETC and DETC conditions under the first type of controller than
that under the second type of controller. On the other hand, the
second type of controller is simpler than the first type of controller.
According to practical needs, we can adopt appropriate controller.
Remark 8. ETC schemes have been widely used in the first-order
systems [42,43,43,44,45,46,47,48,49,50]. Compared with the
existing ETC methods [42,43,43,44,45,46,47,48,49,50], the pro-
posed ETC schemes have two significant advantages: 1) Wider
application - The proposed ETC schemes can be used in the
second-order systems besides the first-order systems; 2) More
flexible - Due to more chances and choices to set ETC conditions,
our ETC schemes are more convenient and flexible.
Remark 9. If there exists a finite constant Q such that

lim
i!1

ti ¼
X1
i¼0

tiþ1 � tið Þ ¼ Q ;

then system exhibits Zeno behavior [51]. Nevertheless, Zeno behav-
ior is not desired in system. When event-triggered release times in
finite time is finite, namely, execution time �ti ¼ tiþ1 � ti is bigger
than a positive constant, then Zeno behavior will not occur in the
system. Actually, all SETC and DETC conditions provided in these
theorems and corollaries of this paper will not make IMNNs exhibit
Zeno behavior. We take Theorem 3 as an example. In Theorem 3,
when event is triggered for t 2 ti; tiþ1½ Þ, we can have

mr tiþ1ð Þk k1 > n2
l2 r tð Þk k1 þ-
� �
max k Kð Þf g ;

In addition,

d
dt mr tð Þk k1 6 d

dt mr tð Þ�� ��
1 ¼ _r tð Þk k1

¼ �~Br tð Þ � ~Ce tð Þ þ D ~p tð Þð Þf ~p tð Þð Þ
���

�D p tð Þð Þf p tð Þð Þ þX ~p tð Þð Þf ~p t � s tð Þð Þð Þ
�X p tð Þð Þf p t � s tð Þð Þð Þ �Kr tið Þ � Csgn r tið Þð Þk1
6 eB��� ���

1
r tð Þk k1 þ eC��� ���

1
e tð Þk k1 þ 2 D̂

��� ���
1
þ X̂
��� ���

1

� �
Mmax

þ Kk k1 r tið Þk k1 þ Ck k1
6 eB��� ���

1
mr tð Þk k1 þ eB��� ���

1
þ Kk k1

� �
r tið Þk k1 þ Ck k1

þ eC��� ���
1
e tð Þk k1 þ 2 D̂

��� ���
1
þ X̂
��� ���

1

� �
Mmax

Combining with _V tð Þ 6 0 and the expression of V tð Þ, we can get

e tð Þk k1 6 V 0ð Þ
and

r tð Þk k1 6 V 0ð Þ:
Let
J ¼ eB��� ���
1
þ Kk k1 þ eC��� ���

1

� �
V 0ð Þ þ Ck k1

þ2 D̂
��� ���

1
þ X̂
��� ���

1

� �
Mmax:

Then,

d
dt

mr tð Þk k1 6 eB��� ���
1
mr tð Þk k1 þ J:

Because mr tið Þ ¼ 0, we can have

mr tð Þk k1 6 JeB��� ���
1

e
eB�� ��

1
t�tið Þ � 1


 �

for t 2 ti; tiþ1½ Þ. So,

n2
l2 r tð Þk k1 þ-
� �
max k Kð Þf g < mr tiþ1ð Þk k1 6 JeB��� ���

1

e
eB�� ��

1
tiþ1�tið Þ � 1


 �

and

�ti ¼ tiþ1 � ti > 1eB�� ��
1

ln
n2 eB�� ��

1
l2 r tð Þk k1þ-ð Þ

max k Kð Þf gJ þ 1

 �

P 1eB�� ��
1

ln
n2 eB�� ��

1
-

max k Kð Þf gJ þ 1

 �

:

Therefore, under the conditions of Theorem 3, error system (8)
(or (9)) will not exhibit Zeno behavior.

4. Numerical simulation and data analyses

In this section, we provide an example and some data analyses
to verify the validity of the obtained results.

Example. Consider a drive IMNN as

d2pm tð Þ
dt2
¼ �bm

dpm tð Þ
dt � cmpm tð Þ þ

X2
z¼1

amz pm tð Þð Þ

�f z pz tð Þð Þ þ
X2
z¼1

bmz pm tð Þð Þf z pz t � smz tð Þð Þð Þ

þIm tð Þ; m ¼ 1;2;

ð39Þ

where b1 ¼ b2 ¼ 4:5; c1 ¼ c2 ¼ 1:8; smz tð Þ ¼ 0:1sin tð Þ;m; z ¼ 1;2;
external input I1 tð Þ ¼ I2 tð Þ ¼ 0; memristive connection weights:

a11 p1 tð Þð Þ ¼ 1:2; jp1 tð Þj 6 1;
0:9; jp1 tð Þj > 1;

�

a12 p1 tð Þð Þ ¼ �0:3; jp1 tð Þj 6 1;
�0:16; jp1 tð Þj > 1;

�

a21 p2 tð Þð Þ ¼ �0:5; jp2 tð Þj 6 1;
�0:8; jp2 tð Þj > 1;

�

a22 p2 tð Þð Þ ¼ 0:09; jp2 tð Þj 6 1;
0:25; jp2 tð Þj > 1;

�

b11 p1 tð Þð Þ ¼ �0:48; jp1 tð Þj 6 1;
�0:34; jp1 tð Þj > 1;

�

b12 p1 tð Þð Þ ¼ 0:36; jp1 tð Þj 6 1;
0:56; jp1 tð Þj > 1;

�

b21 p2 tð Þð Þ ¼ 0:65; jp2 tð Þj 6 1;
0:8; jp2 tð Þj > 1;

�
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Fig. 1. Synchronization errors e1 tð Þ and e2 tð Þ of systems under SETC condition with
the second type of controller and n2 ¼ 0:5.
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Fig. 2. Synchronization errors r1 tð Þ and r2 tð Þ of systems under SETC condition with
the second type of controller and n2 ¼ 0:5.

0 0.5 1 1.5 2 2.5 3 3.5
−8

−6

−4

−2

0

2

4

Time(second)

S
am

p
le

 s
ta

te
s 

r 1
(t

i) 
an

d
 r

2
(t

i)

r
1
(t

i
)

r
2
(t

i
)

Fig. 3. Sample errors r1 tið Þ and r2 tið Þ of systems under SETC condition with the
second type of controller and n2 ¼ 0:5.
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b22 p2 tð Þð Þ ¼ 0:6; jp2 tð Þj 6 1;
0:4; jp2 tð Þj > 1;

�
Then, we can get that

D̂ ¼ 1:2 0:3
0:8 0:25


 �
;

X̂ ¼ 0:48 0:56
0:8 0:6


 �
;

and D̂
��� ��� ¼ 2; X̂

��� ��� ¼ 1:28.

Set x1 ¼ x2 ¼ 4 and qm tð Þ ¼ dpm tð Þ
dt þ 4pm tð Þ;m ¼ 1;2. Then sys-

tem (39) can be rewritten as

dp1 tð Þ
dt ¼ �4p1 tð Þ þ q1 tð Þ;

dp2 tð Þ
dt ¼ �4p2 tð Þ þ q2 tð Þ;

dq1 tð Þ
dt ¼ �0:5q1 tð Þ þ 0:2p1 tð Þ þ

X2
z¼1

a1z p1 tð Þð Þ

�f z pz tð Þð Þ þ
X2
z¼1

b1z p1 tð Þð Þf z pz t � smz tð Þð Þð Þ;

dq2 tð Þ
dt ¼ �0:5q2 tð Þ þ 0:2p2 tð Þ þ

X2
z¼1

a2z p2 tð Þð Þ

�f z pz tð Þð Þ þ
X2
z¼1

b2z p2 tð Þð Þf z pz t � smz tð Þð Þð Þ;

8>>>>>>>>>>>>>>>>>>>>>><>>>>>>>>>>>>>>>>>>>>>>:

ð40Þ

We consider the second type of controller, therefore, the corre-
sponding response system (Form (B)) can be written as

d~p1 tð Þ
dt ¼ �4~p1 tð Þ þ ~q1 tð Þ;

d~p2 tð Þ
dt ¼ �4~p2 tð Þ þ ~q2 tð Þ;

d~q1 tð Þ
dt ¼ �0:5~q1 tð Þ þ 0:2~p1 tð Þ þ

X2
z¼1

a1z ~p1 tð Þð Þ

�f z ~pz tð Þð Þ þ
X2
z¼1

b1z ~p1 tð Þð Þf z ~pz t � smz tð Þð Þð Þ þ v1 tð Þ;

d~q2 tð Þ
dt ¼ �0:5~q2 tð Þ þ 0:2~p2 tð Þ þ

X2
z¼1

a2z ~p2 tð Þð Þ

�f z ~pz tð Þð Þ þ
X2
z¼1

b2z ~p2 tð Þð Þf z ~pz t � smz tð Þð Þð Þ þ v2 tð Þ;

8>>>>>>>>>>>>>>>>>>>>>><>>>>>>>>>>>>>>>>>>>>>>:

ð41Þ

Considering activation function f z xð Þ ¼ jxþ1j�jx�1j2 , we can obtain
that Mz ¼ 1;Nz ¼ 1; z ¼ 1;2. Combining with

X2
z¼1

~a1z � a
 

1z

			 			þ ~b1z � b
 
1z

				 				
 �
Nz ¼ 0:78

and

X2
z¼1

~a2z � a
 

2z

			 			þ ~b2z � b
 
2z

				 				
 �
Nz ¼ 0:81;

we can set j1 ¼ 0:8;j2 ¼ 0:83;- ¼ 0:04. Then, we set C as follows

C1 ¼ 0:82; if sgn r1 tð Þð Þsgn r1 tið Þð Þ > 0;
C1 ¼ �0:82; otherwise;

�
and

C2 ¼ 0:85; if sgn r2 tð Þð Þsgn r2 tið Þð Þ > 0;
C2 ¼ �0:85; otherwise;

�
Choosing K ¼ diag 0:75;2f g, we can get that l2 ¼ 0:25.
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Fig. 4. Measured errors mr1 1ð Þ and mr2 tð Þ of systems under SETC condition with
the second type of controller and n2 ¼ 0:5.
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controller and n2 ¼ 0:5.
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Fig. 7. Synchronization errors e1 tð Þ and e2 tð Þ of systems under DETC condition with
the second type of controller and n2 ¼ 0:5.
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Fig. 8. Synchronization errors r1 tð Þ and r2 tð Þ of systems under DETC condition with
the second type of controller and n2 ¼ 0:5.
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Therefore, we can obtain the following SETC and DETC condi-
tions.1) SETC condition (Theorem 3):

mr tð Þk k1 6 n2 0:125 r tð Þk k1 þ 0:02
� �

; ð42Þ

2) DETC condition (Theorem 4):

mr tð Þk k1 6 r2 tð Þ þ n2 0:125 r tð Þk k1 þ 0:02
� �

; ð43Þ

for t 2 ti; tiþ1½ Þ; n2 2 0;1½ �, where _r2 tð Þ ¼ �r2 tð Þ þ n2 0:25 r tð Þk k1þ
�

0:04Þ � 2 mr tð Þk k1, the initial value satisfies r2 0ð ÞP 0.
From the conditions of Theorems 3 and 4, we can get that the

IMNN systems (40) and (41) can be synchronized with the second
type of controller under the SETC condition (42) and DETC condi-
tion (43).

As shown in Figs. 1, 7, 2, 8, errors em tð Þ and rm tð Þ;m ¼ 1;2 con-
verge to zero asymptotically under SETC and DETC condition. Sam-
ple error rm tið Þ and measured errormrm tð Þ are shown in Figs. 3, 9, 4,
10, respectively. Before measured error mrm tð Þ breaches the SETC
or DETC condition, sample error rm tið Þ remains unchanged. When
measured error mrm tð Þ breaches the SETC or DETC condition, in
other words, 1-norm mr tð Þk k1 exceeds the threshold
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under
DETC condition with the second tye of controller and n2 ¼ 0:5.
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Fig. 10. Measured errors mr1 1ð Þ and mr2 tð Þ of systems under DETC condition with
the second type of controller and n2 ¼ 0:5.
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second type of controller and n2 ¼ 0:5.
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Fig. 12. Event-triggered instants under DETC condition with the second type of
controller and n2 ¼ 0:5.
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n2 0:125 r tð Þk k1þ0:02
� �

for SETC condition and r2 tð Þþn2 0:125 r tð Þk k1
�

þ0:02Þ for DETC condition, the event is triggered, as shown in
Figs. 5, 6, 11 and 12. In this paper, IMNN systems (41) and (40)
can be synchronized and effectively reduce the update times of
controller via SETC or DETC scheme.

Now, we discuss the relationship between parameter n2 and
trigger frequency. There are three performance parameters (trigger
times Tt , data transmission rate Tr and average release period Rp)
which will be used. Table 1 shows that there are just 154 trigger
times and 7.70% data transmission rate when we set n2 ¼ 0:2 under
SETC strategy. In other words, the controller just updates 154
times, and saves 92.30% computational resource. As parameter n2
is increased to 1, the trigger times and data transmission rate are
decreased to 31 and 1.55%, respectively. Moreover, the increasing
average release period means that trigger times will decrease
when parameter n2 is increased from 0 to 1. Therefore, we can
obtain that a large parameter n2 under SETC strategy (42) can
reduce computational burden and trigger frequency.

From Table 2, the controller updates 150 and 6 times, and saves
92.50% and 99.70% computational resource when n2 is 0.2 and 1,
respectively. As parameter n2 is increased, the trigger times and
data transmission rate are decreased, and average release period
is increased. Similarly, we can obtain that a large parameter n2
under DETC strategy (43) can reduce computational burden. For
fixed parameter n2, the trigger times and data transmission rate
for DETC strategy are less than those for SETC strategy. Therefore,
DETC strategy is a more appropriate way for achieving synchro-
nization of IMNNs.
5. Conclusion

This paper discusses two types of state feedback controllers.
The first type of controller is added to the transformational first-
order system, the second type of controller is added to the original
second-order system. Moreover, based on each controller, we
study SETC and DETC strategies for synchronization of IMNNs with
time-varying delays. Compared with traditional continuous-time
control methods, ETC strategies can effectively reduce the update
times of controller and computational burden. Finally, numerical
simulation and data analyses are given to verify the validity of
the obtained results.
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In the future works, we will consider synchronization of various
memristive neural networks via event-triggered control. Due to
dependence on state for parameters of memristive neural net-
works and environment disturbances, there may be parameter per-
turbations in the systems in reality. Therefore, it is very interesting
to study synchronization of memristive neural networks under
some parameter perturbations via event-triggered control.
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